J-HOOK INSTALLATION

INSTALLATION NOTES

1.

SILT FENCE MUST BE PLACED ON A FLAT
SURFACE 2'-5" AWAY FROM TOE OF THE
SLOPE TO ALLOW FOR PONDING AND
DEPOSITION.

COMPACT THE TRENCH USING A JUMPING
JACK OR WHEEL ROLLING TO THE POINT
THAT THE FENCE RESISTS BEING PULLED
OUT OF THE GROUND BY HAND.
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POSTS SHOULD OVERLAP
SO THAT NO GAPS EXIST

SECTION A-A'

MAINTENANCE NOTES

1. FREQUENT OBSERVATIONS AND MAINTENANCE ARE
NECESSARY TO MAINTAIN CONTROL MEASURES IN
EFFECTIVE OPERATING CONDITION. INSPECTIONS AND
CORRECTIVE MEASURES SHOULD BE DOCUMENTED

THOROUGHLY.

2. ACCUMULATED SEDIMENT MUST BE REMOVED WHEN
THE HEIGHT REACHES % OF THE DESIGN HEIGHT OF

THE SILT FENCE.

SILT FENCE SHALL BE TAUT WITH NO SAGS 3. SILT FENCE MUST REMAIN UNTIL THE UPSTREAM
DISTURBANCE AREA |S STABILIZED.
4. PERMANENTLY STABILIZE AREA AFTER SILT FENCE IS

AFTER IT HAS BEEN ANCHORED.
FABRIC SHALL BE ATTACHED TO POSTS
WITH 1" HEAVY DUTY STAPLES OR 1"
NAILS. THESE SHOULD BE PLACED
VERTICALLY DOWN THE POST, 3" APART.
THE PREFERRED INSTALLATION METHOD
USES A TRENCHER OR SILT FENCE
INSTALLATION DEVICE.

INSTALL SILT FENCE ALONG THE CONTOUR
OF THE SLOPES OR IN A MANNER TO
AVOID CREATING CONCENTRATED FLOW
(SUCH AS A "J—HOOK” INSTALLATION).
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